Vend Test Database

Date:
*Size:

09/02/2004
500 ML

*Model: 276E4 SERIES 90
*Type: PET

Release
Level:

Pkg. Dia. (inches): 2.52
Pkg. Dia. (mm): 64

Pkg Ht. (inches):
Pkg. Ht. (mm):

8.47
215.1

ECN #: 002357
Test #: 97-538-13
Country: IRELAND
*Description: BALLYGOWAN STILL NON
CARBONATED WATER

O New Instructions:

@ Revised

Wide Column Setup  Deep: n/a

Qty Part Number

Description

Notes:

Cam set in hole #:
Load Package:

Rear Spacer set in hole #:

Narrow Column Setup Deep: 2

Qty Part Number

Description

805,701,14x.x1 can stop shim, right
609,072,30x.x3 bottle divider assy.
800,503,83x.x1 rod & spring assy.
801,903,23x.x1 red tubing
801,903,24x.x1 white tubing

801,305,21x.x1 rotor shim (install in rotor)

900,301,97x.x1 screw, philips 8/32 x 1/4

801,806,18x.x1 lvend cam, brown
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801,806,61x.x1 adjustable cam, brown

Notes: Place rod with red tube in hole "A" of rotor. Place rod with white tube in hole "C" of rotor.

Cam setin hole #: 5 Rear Spacer set in hole #: 21

Load Package: Back bottles first, caps to the back, then install bottle divider assy., then front bottles caps

to the back.
Discharge Member: large port
Closure Strip: large port

Can Chute Accessories: large port

Wide Column Capacity: 0
Narrow Column Capacity: 34
Total Capacity:

238






